
CHEVY CLASSICS

22

by Randy Irwin

1955-57 HEADLIGHT BUCKET RESTORATION

Parts Needed: Catalog price Member price

34-100 Headlight Bucket Hardware Kit
(Completes 1 Bucket) $11.99 $11.39 kit

05-15 1955-56 Headlight Bucket Seals 6.99 6.64 pr.
05-53 1957 Headlight Bucket Seals 6.99 6.64 pr.
28-09 Sub Bucket With Trim Ring

(For 1 Headlight) 44.99 42.74 kit
49-344 Semi Gloss Black Spray Paint 11.99 11.39 ea.    

To order parts call 1-800-456-1957 or visit ClassicChevy.com

Tools Needed: 
Hammer
Grinder
Punch

Phillips Screw Driver
3/8” Wrench.

The headlight buckets are completely unglamorous items that just have
to be there and hold the headlights in place. But, if one of the components
in the buckets fails you are in trouble. The result is unadjustable or wiggly
headlights that may point to the sky on one side and down at the bumper
on the other.  Each bucket has two adjusting screws and a spring that is
used to adjust the headlight. In this article we will rebuild an original
headlight bucket, which can be done with simple hand tools. It sure is
gratifying to bring an old original part back to life!

Randy Irwin - Technical Writer
Randy has been involved in the Chevy

parts business for over 25 years. He is a wiz-
ard at creating, making and modifying custom
parts for Chevys. 

Photo #1: The bucket
has two adjuster screws
and a coil spring that
attaches to the sub
bucket both to hold it
in place and for
adjustment. Many times
the nylon blocks on the
adjusters strip out or
break off and the hook
on the spring will
break.

Photo #2a & 2b: The adjuster blocks are held to the bucket
with a bracket that is riveted in place, while the spring is
riveted directly to the bucket.

Photo #3a, 3b & 3c:
Using a grinder from
the backside of the
bucket, grind the
heads off the rivets
that secure the
adjuster blocks.
Using a hammer and
punch, drive the
rivets out.
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Photo #4a & 4b: Using the
grinder, grind off the head of
the rivet for the sub bucket
spring and drive the rivet out.

Photo #5: With everything
removed, clean the bucket
and paint it chassis/semi gloss
black P/N 49-344.

#8a #8b #8c

Photo #6a & 6b: The replacement
adjuster brackets included in kit P/N
34-100 are made of nylon and attach to
the headlight bucket using the supplied
hardware. There is a tail on the
replacement bracket that must be
removed for this application. Using a
pair of side cutters, remove half of the
tail.

#6a

#6b

Photo #7a & 7b: New holes must be drilled for the new
adjuster brackets. Using the original holes as a guide, line up
the new bracket to the outside of the original holes and mark
the bucket where the new holes need to be drilled. Drill two
3/16” holes for the new mounting hardware.

Photo #8a, 8b & 8c: The new adjuster brackets are attached to
the bucket with two #10-32 X 3/4” machine screws, serrated
washers and nuts supplied with the kit.

#7a #7b

Photo #11a & 11b: The original sub bucket has two ears that
will key into the grooves on the adjuster screws. If your sub
buckets and rings need to be replaced, order P/N 28-09.

#11a #11b
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#4b

Photo #9: The new spring is
held to the bucket with a #8
sheet metal screw, also
supplied.

Photo #10: The refurbished
bucket is now ready to go
back in the car. It’s always
fun to take a damaged
original part and with a little
time and money bring it
back to something that will
last another 50 years!

Photo #12: A flat rubber
seal fits between the
headlight bucket and the
front fender. When you
removed the bucket
from the fender, the seal
was probably not there
or was dried up and
broken. We will replace
these seals.

Photo #13: There are
four J-nuts at the front
opening of the fender
for the headlight bucket
retaining  screws. These
new nuts are supplied
with the hardware kit.
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Photo #15a & 15b:
Four #10 sheet metal
screws are supplied to
hold the bucket to the
front fenders. These
screws fit into the new
J-nuts on the fenders.

#15a

#15b

Photo #16a & 16b: The trim ring for the headlight is held to
the sub bucket with three small sheet metal screws. Key the
headlight and sub bucket assembly into the new adjuster
screws and snap the spring into the hole in the ring using
needle nose pliers.

#16a #16b

Photo #14: The
headlight bucket seals
P/N 05-15 for 1955-56
and P/N 05-53 for
1957 will match the
contour of the bucket
and fit between the
bucket and fender.

With the new
adjusters it will be a
breeze to properly
adjust the headlights.

Good Luck!

Pressure Bleeder
Make your brake job easy with one of our one-man
pressure bleeders. Just fill the tank, pump it up and
bleed each wheel. You are guaranteed to have a
100% air-free system! 49-11 74.99 71.24 67.49 ea.

Call 1-800-456-1957 to order
Sale ends March 31, 2008

Members
Only Sale!

Brake Kits
• Top-Quality Bolt-On Kits 

With Heavy Duty 11” 
Vented Rotors, Unlike
Competitors Kits That 
Use Smaller S-10/Malibu Rotors

• All New Components, Nothing Is Rebuilt!
• Now With All Prebent Easy To Install Lines

Catalog Member Sale Price
20-41-1 1955 Complete Pwr Disc Brake Kit $749.99 $712.49 $674.99 kit
20-41-2 1956-57 Complete Pwr Disc Brake Kit 749.99 712.49 674.99 kit
20-41C-1 1955 Complete Power Disc Brake Kit w/Stainless Booster,

Chrome Master Cylinder & Proportioning Valve
999.99 949.99 899.99 kit

20-41C-2 1956-57 Complete Pwr Disc Brake Kit W/Stainless Booster, 
Chrome Master Cylinder & Proportioning Valve

999.99 949.99 899.99 kit
20-203-1 1955 Complete Pwr Disc Brake Kit W/Drilled & Slotted  

Rotors, Upgrade Pads & Stainless Braided Hoses
984.99  935.74  886.49 kit

20-203-2 1956-57 Complete Pwr Disc Brake Kit W/Drilled & Slotted  
Rotors, Upgrade Pads & Stainless Braided Hoses

984.99  935.74  886.49 kit
20-203C-1 1955 Complete Pwr Disc Brake Kit w/Drilled & Slotted Rotors, 

Upgrade Pads, Stainless Braided Hoses, Stainless Booster, Chrome 
Master Cylinder & Prop. Valve 1099.99 1044.99  989.99 kit

20-203C-2 1956-57 Complete Pwr Disc Brake Kit w/Drilled & Slotted Rotors,
Upgrade Pads, Stainless Braided Hoses, Stainless Booster, Chrome 
Master Cylinder & Prop. Valve 1099.99 1044.99  989.99 kit

20-101-1 1955 Complete Pwr Disc Brake Kit For Dropped Spindles
699.99  664.99  629.99 kit

20-101-2 1956-57 Complete Pwr Disc Brake Kit For Dropped Spindles
699.99  664.99  629.99 kit

20-101C-1 1955 Complete Pwr Disc Brake Kit w/Stainless Booster
Chrome Master Cylinder & Proportioning Valve
For Dropped Spindles 899.99  854.99  809.99 kit

20-101C-2 1956-57 Complete Pwr Disc Brake Kit w/Stainless Booster,
Chrome Master Cylinder & Proportioning Valve
For Dropped Spindles 899.99  854.99  809.99 kit
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